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SPORT GLIDE CUSTOM
FENDER ADAPTER

INSTALL
INSTRUCTIONS

PAUL YAFFE ORIGINALS

DESIGN & DEVELOPMENT
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Thank you for purchasing Paul Yaffe’s Bagger Nation products. Please read
through these instructions completely before attempting installation.

Check the contents
for missing hardware

2. Using (2) 5/16 x 1/2” bolts, flat washers & lock washer provided assemble adapter
block marked “R” on right side of fender.

Note: Right & Left are determined The “R” faces outside surface of fender only
when sitting on bike. finger tight at this time (Fig #3)

Right = Air cleaner side
Left = kickstand side (Fig #2)



3. Slide fender in place over tire & repeat step #2 only this time with the bracket marked
“L” on the left side (Fig # 4) Again finger tight only.

4. Raise fender into position and
reusing your stock fender mounting
bolts, install fender (Fig #5)

Tighten block bolts at this time.

5. While pushing lightly down on the front tip of fender, tighten the (4) 5/16 x 1/2” bolts
payving attention while tightening to the rear of fender staying centered over tire.



6. Install debris guards on right & left sides. Check fender fastener torque & gently turn
wheel from side to side for clearance. Squeeze front brake & depress fork checking
for paper travel clearance. (Fig #6)

7. Now go ride your badass looking Sport Glide & tell you
friends where your fender came from!!

Thanks for choosing Bagger Nation Designs!



602.840.4205
BAGGERNATION.COM



